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Summary Performance assessment of the Yucca Mountain unsaturated zone (UZ) as the site
for an underground repository of high-level radioactive waste relies on the crucial assumption
that water percolation processes in the unsaturated zone can be approximated as a steady-
state condition. Justification of such an assumption is based on temporal damping effects of
several geological units within the unsaturated tuff formation. In particular, the nonwelded tuff
of the Painbrush Group (PTn unit) at Yucca Mountain, because of its highly porous physical prop-
erties, has been conceptualized to have a significant capacity for temporally damping transient
percolation fluxes. The objective of this study is to investigate these damping effects, using a
three-dimensional (3-D) mountain-scale model as well as several one-dimensional (1-D) models.
The 3-D model incorporates a wide variety of the updated field data for the highly heteroge-
neous unsaturated formation at Yucca Mountain. The model is first run to steady state and cal-
ibrated using field-measured data and then transient pulse infiltrations are applied to the model
top boundary. Subsequent changes in percolation fluxes at the bottom of and within the PTn
unit are examined under episodic infiltration boundary conditions. The 1-D model is used to
examine the long-term response of the flow system to higher infiltration pulses, while the
damping effect is also investigated through modeling tracer transport in the UZ under episodic
infiltration condition. Simulation results show the existence of damping effects within the PTn
unit and also indicate that the assumption of steady-state flow conditions below the PTn unit is
reasonable. However, the study also finds that some fast flow paths along faults exist, causing
vertical-flux quick responses at the PTn bottom to the episodic infiltration at the top boundary.
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Introduction

Technical considerations for selection of the Yucca Moun-
tain site as the US national waste disposal site include arid
climate, thick unsaturated zone, and remote location. In
addition, the strategy of building the permanent subsurface
repository is based on the capability of the thick UZ as a nat-
ural barrier, slowing rapid water percolation, limiting the
availability of water for contacting waste and transporting
radionuclides from the unsaturated zone to the saturated
zone. This natural barrier idea is also supported by the pres-
ence at Yucca Mountain of several geological layers with
large pore spaces, strong capillary barriers and damping ef-
fects. One of these geological layers identified during site
characterization is the layered, nonwelded PTn unit tuffs
that exist between the ground surface and the repository
horizon. Infiltrating water descending from the land surface
may be effectively damped spatially and temporally by
these layers, and thus percolation could be approximated
as a steady-state condition once passing them (Montazer
and Wilson, 1984; Wu et al., 2000, 2002a,b).

The performance of the proposed repository for long-
term storage of high-level radioactive wastes is critically
dependent on the rate of UZ percolation. This is because
percolation flux through the UZ is one of the most important
factors in underground repository performance. The quan-
tity as well as spatial and temporal variations in percolation
flux directly affect: (a) the amount of water flowing into
waste emplacement drifts; (b) moisture conditions and
the corrosion environment of canisters within the drifts;
(c) waste mobilization from the potential repository; (d)
thermo-hydrologic behavior of the potential repository;
and (e) radionuclide migration from the UZ to the saturated
zone. Net infiltration consists of only a small fraction of the
total precipitation at the ground surface, representing the
amount of water which penetrates the ground surface to a
depth where liquid water can no longer be removed (for
example, by evapotranspiration). Net infiltration is spatially
varying, and its values range from several millimeters to
several hundred millimeters per year, as estimated by an
infiltration model using precipitation and other field data
for present and future climates (Flint et al., 1996; BSC,
2004b). The infiltration data from BSC (2004b) are used
for convenience only. Different infiltration distribution does
not impact the results of this study.

The land-surface boundary employed by UZ models and
modeling studies for the Yucca Mountain site has been tradi-
tionally described with water recharge, using estimated
steady-state infiltration maps (e.g., Wu et al., 2004) i.e.,
temporal average infiltration rates for different time peri-
ods. However, the net infiltration is in fact episodic over sea-
sons and years, with significant pulses probably occurring
once every few years (BSC, 2004b). Spatially and temporally
variable infiltration pulses may percolate rapidly through the
highly fractured tuffs of the Tiva Canyon Welded (TCw) unit,
the top of the UZ layers, as indicated by the numerous bomp-
pulse chlorine-36 signatures measured within the TCw (Fab-
ryka-Martin, 2000), and recent see page in the south tunel. A
review of the study for fast pathways at the site has been
provided by Flint et al. (2001). Down below, the character
of the rock formation changes from welded tuffs to non-
welded tuffs at the TCw–PTn interface, and flow behavior
changes from fracture-dominated to matrix-dominated flow
(Wu et al., 2002a). Wang and Narasimhan (1985, 1993) sug-
gested that effects of infiltration pulses at the surface are
damped by the underlying tuff units, especially the PTn.
The highly porous and less fractured PTn unit may attenuate
the episodic infiltration liquid flux significantly, such that the
net episodic infiltration, once crossing the PTn, may be trea-
ted as steady state flow. It is believed that damping effects
might be caused by lateral diversion and/or capillary barri-
ers (Ross, 1990; Oldenburg and Pruess, 1993; Ho and Webb,
1998). The lateral diversion might reduce the volume of
water that would penetrate the TSw. Flow diversion of the
PTn has been confirmed by a number of modeling exercises
(Ho, 1995; Wilson, 1996; Wu et al., 2002b; Pan et al., 2004).

In the past two decades, many site-specific studies have
been carried out,with significant progressmade in character-
izing flow and transport processes at the Yucca Mountain site
(e.g., Wu et al., 1999; BSC, 2004b). Most of these studies,
however, have been focused on analyzing the spatial variabil-
ity of UZ flow and percolation patterns (for example, steady-
state lateral flow resulting from capillary barriers or perched
water). Very few investigations have been attempted for
transient flow behavior, such as temporal damping effects
(Wuet al., 2000). In the past several years, however, a limited
number of modeling efforts have investigated the temporal
damping effect of the PTn unit. Those efforts primarily used
one-dimensional (1-D) or two-dimensional (2-D) flowor trans-
port models to examine the responses of vertical flux to the
pulse-infiltration boundary conditions at the land surface.
Wu et al. (2000) investigated how surface transient infiltra-
tion affected capillary barriers and percolation, using both
one-dimensional and two-dimensional models. Their models
clearly indicate the importance of PTn-unit damping effects.
The model results show that the surface transient infiltration
pulse can be significantly smoothened, temporally, after the
early transient period of several hundreds of years. Guerin
(2001) developed 1-D models to examine the flow and trans-
port behavior in 1-D columns. These 1-D models correspond
to several boreholes at the Yucca Mountain site. Guerin’s
models were run using different infiltration scenarios. From
model calculations, she concluded that the PTn unit damped
infiltration pulses no matter what infiltration scenarios were
applied. Calibration results indicated that for most parame-
ter changes, no notable movement of contaminant occurred
below the PTn. Differences in contaminant transport behav-
ior for the various simulations were only noted above the bot-
tom of PTn unit. Other modeling studies indicate that the
damping effect may be caused by lateral flow within the
PTn unit (Wu et al., 2002b; Liu et al., 2003b). However, 1-D
and 2-D models generally have difficulty describing the 3-D
unsaturated flow system-for example, the lateral flow paths
andflow focusing phenomena through heterogeneous 3-D lay-
ers of the Yucca Mountain UZ. In addition, those previous
studies have not provided in-depth discussions or insights into
the mechanisms of PTn damping effects.

In addition to modeling investigations, Salve et al. (2003)
carried out a series of field tests for understanding flow pat-
terns within the PTn. They examined whether the non-
welded tuffs of the PTn effectively damp pulses of
infiltration, or whether preferential flow paths forming
within the PTn serve to promote flow focusing. Their test
results suggested that the PTn matrix has few discrete flow
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paths that can transmit water quickly, while the adjoining
bulk matrix to the flow paths has much lower permeability.
They found that episodic infiltration events appear to be
damped by an initially dry PTn matrix, and that faults may
convey a pulse of water over larger distances when the ma-
trix is wet. These tests, however, are limited to a small
scale in space within the PTn unit, and the test results can-
not show large-scale effects of the flow system. Fay-
bishenko et al. (2003) made an effort to understand the
testing results through analysis of the temporal variations
of the infiltration rates, using three different scale infiltra-
tions: macro-scale, meso-scale, and micro-scale.

The objective of this study is to provide an in-depth mod-
eling analysis of the effectiveness of the PTn unit in damp-
ing effects of using both 3-D mountain-scale model and 1-D
vertical columns model. The focus of this work is on the
transient, temporal aspect of flow smoothing and damping
by the PTn unit. The 3-D model is used to examine PTn
damping effects in both space and time. The 1-D vertical
flow model is used to investigate long-term responses of
the vertical flow system to high infiltration pulses, under
different rates and lengths of infiltration pulses. Moreover,
a 1-D tracer transport model is also run to further analyze
the damping effect at the PTn unit. The 3-D model is based
on what has been developed for currently investigating
unsaturated zone flow and transport process at the Yucca
Mountain site (Wu et al., 2004). The model incorporates a
wide variety of field data and the current geological frame-
work model to describe the highly heterogeneous formation
at Yucca Mountain. In this study, the 3-D model is first run to
steady state under present-day mean infiltration and cali-
brated using field-measured data. Then, pulse infiltrations
are applied to the top boundary. The temporal average of
the infiltration pulses is assumed to be equivalent to the va-
lue of the steady-state mean infiltration at present-day cli-
mates. The damping effect is investigated by examining
percolation flux and moisture changes in the UZ under epi-
sodic infiltration boundary conditions against steady-state
infiltration. Damping effects may be caused by different
geological conditions and mechanisms. Mechanisms of
damping effects are revealed through calculation of perco-
Figure 1 Schematic showing hydrogeological profiles and layers w
Yucca Mountain in the east-west direction.
lation flux and its spatial and temporal allocation. Model re-
sults indicate the existence of significant damping effect of
the PTn unit. However, fast flow paths may develop along
faults, which may cause a quick vertical-flux response at
the PTn bottom to the episodic infiltration at the land
surface.
Model development

The 3-D model used in this study is based on the site scale
UZ flow model (Wu et al., 2004; BSC, 2004a). The difference
is that transient infiltration conditions are described in the
current study for different pulsed-infiltration scenarios.
The model is described as follows.
Hydrogeological and conceptual model

The Yucca Mountain UZ comprises alternating layers of
welded and nonwelded tuffs (Fig. 1). The major formations
have been organized into several hydrogeological units,
based roughly on the degree of welding within each unit
(Montazer and Wilson, 1984). At the top is the welded Tiva
Canyon Tuff (TCw), followed sequentially by the Yucca
Mountain, Pah Canyon, and the Topopah Spring Tuffs of
the Paintbrush Group (PTn). The nonwelded tuffs of the
PTn unit lie immediately above the welded tuff of the
Topopah Spring Tuff (TSw), the host rock for the proposed
nuclear waste repository. Below the TSw unit is the Calico
Hills nonwelded (CHn) unit and the Crater Flat undifferenti-
ated (CFu) unit. Fig. 1 shows a typical vertical cross section
of the UZ formation in the east-west direction. The aerial
domain of the model encompasses approximately 40 km2

(see Fig. 2).
The PTn unit, on which this study will focus, primarily

consists of non- to partially welded tuffs and extends from
the base of the densely-to-moderately welded, crystal-poor
vitric subzones of the Tiva Canyon Tuffs to the top of the
densely welded, crystal-rich vitric subzone of the Topopah
Spring Tuff. Table 1 shows the relationship between hydrog-
eologic units, geological units, and associated model layers
ith possible damping effects along a typical cross section of the
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Figure 2 Plan view of the three-dimensional model grid,
showing the model domain, faults incorporated, proposed
repository footprint, and locations of columns to be
investigated.
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for the TCw and PTn unit. Sublayers in the PTn unit are each
less than 10 m thick within the potential repository foot-
print, and several layers show considerable variation in
thickness across the potential repository area (with each
showing a thinning trend to the south). The combined thick-
ness of the PTn layers exceeds 150 m at the northern end of
Yucca Mountain, while at the southern end, the PTn thins to
less than 30 m or even pinched out. Within the proposed
Table 1 Relationship between major hydrogeologic units,
geologic units, and model layers

Major hydrogeologic
unit

Geologic unit UZ model
layer

Tiva Canyon
welded (TCw)

Tiva Canyon
Tuff

Tpcr tcw11
Tpcp tcw12
Tpcpv3 tcw13
Tpcpv2

Paintbrush
nonwelded (PTn)

Tpcpv1 ptn21
Bedded tuff Tpbt4 ptn22
Yucca Mountain
Tuff

Tpy

ptn23
ptn24

Bedded tuff Tpbt3
Pah Canyon Tuff Tpp ptn25
Bedded tuff Tpbt2 ptn26
Topopah Spring Tptrv3
Tuff Tptrv2
repository area (Fig. 2), the thickness of the PTn unit ranges
from approximately 30 to 60 m. The dip of PTn sublayers is
generally to the east at about 10� or less.

Besides the highly heterogeneous nature of the frac-
tured, layered tuffs, the unsaturated flow in the area is fur-
ther complicated by numerous strike-slip and normal faults
with varying amounts of offset (Scott and Bonk, 1984). The
vertical offset along these faults commonly ranges from ten
to hundreds of meters and generally increases from north to
south. These major faults are generally vertical or near-ver-
tical and penetrate the entire UZ thickness, and to a certain
extent they control moisture flow and saturation distribu-
tions. The major faults included in the model are shown in
Fig. 2, because they are important features and may provide
fast pathways for flow and transport or serve as barriers to
lateral flow (Wu et al., 2000).

Three key assumptions for the conceptual model used in
this study are: (1) the hydrogeological units/layers are
internally homogeneous, and the material properties of
each unit (defined by previously calibrated parameters;
Liu et al., 2003) are continuous throughout each layer, un-
less interrupted by faults; (2) water flow in the system is
at a steady-state condition before the episodic infiltra-
tion condition applied on the surface boundary; and (3)
faults are represented by vertical or inclined columns of
gridblocks having finite width. More detailed description
of the 3-D mountain-scale model can be found at BSC
(2004a).

Boundary conditions

The 3-D model domain includes boundaries at the top, bot-
tom, and four sides (Figs. 1 and 2). Mountain ground surface
is treated as the top model boundary, and the water table is
treated as the bottom boundary. In simulation, pulse infil-
tration is applied on the top boundary as a source term to
fractures. The bottom boundary, the water table, is treated
as a Dirichlet-type boundary. All the lateral boundaries are
treated as no-flow boundaries. The top pulse-infiltration
boundary condition is set by concentrating a total amount
of net infiltration, averaged over 50 years, to the modeling
domain in one week as infiltration pulses. Temporal average
for infiltration pulses is assumed to be the present-day mean
infiltration rate. The model’s top boundary is subject to
nonzero infiltration (with a pulse of 2609 times present-
day mean infiltration) for only one week every 50 years,
while during the rest period of every 50 years, the surface
boundary is subject to zero infiltration. This assumption pro-
vides an extreme condition, which is conservative for the
investigation of the PTn damping effect. Moreover, for
examining the influence of infiltration rate and pulse length
on the UZ flow system, higher infiltration rates and longer
pulse lengths are also applied to the model.

Net infiltration of water resulting from precipitation that
penetrates the topsoil layer of the mountain is considered
the most important factor affecting the overall hydrologi-
cal, geochemical, and thermal-hydrologic behavior of the
UZ. This is because net infiltration is the ultimate source
of groundwater recharge and percolation through the UZ.
A steady-state net infiltration map used in this study is gen-
erated based on the estimates by the BSC (2004b) for the
site. The spatial distribution of the infiltration pulse rates,
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as interpolated onto the model grid, is shown in Fig. 3. This
figure shows that higher recharge rates are located in the
northern part of the model domain and along the mountain
ridge from south to north.

Numerical modeling approach

In evaluating fluid flow in the unsaturated fractured tuffs,
we treated fracture and matrix flow using a dual-permeabil-
ity modeling approach. The model domain was discretized
into irregular model grids, with relatively refined grid
meshes within the repository footprint and along the several
faults. The model grid consists of 2042 columns (or grid-
blocks per grid layer) of both fracture and matrix continua,
and averages 59 computational grid layers in the vertical
direction, resulting in approximately 250,000 gridblocks
and 1,000,000 connections. The plan view of the 3-D model
domain, grid, and incorporated major faults is presented in
Fig. 2.

In this modeling study, the variably saturated flow is con-
sidered as single aqueous phase. The gas pressure and tem-
perature are assumed to be constant. Liquid flow is
described by a generalized form of Richards’ equation:

o

ot
/Sqð Þ ¼ div k

kr
l

qrðP þ qgzÞ
� �

ð1Þ

where / is medium porosity, S is water saturation, q is
water density, l is viscosity, k is absolute permeability, kr
is relative permeability for water, g is gravitational acceler-
ation, and P is pressure. The van Genuchten model of
relative permeability and capillary pressure function (van
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Figure 3 Spatial distribution of pulse infiltration applied over the
infiltration.
Genuchten, 1980) is adopted to describe the relationships
between relative permeability, capillary pressure, and
saturation.

This large-scale transient flow problem was expected to
involve extensive computational efforts. Numerical simula-
tions of modeling studies were carried out using the parallel
version TOUGH2 code (Zhang et al., 2001), which uses the
same numerical schemes as the original TOUGH2 (Pruess,
1991). The parallel code was used to solve Eq. (1) for unsat-
urated flow on the IBM SP super computer using 64 or 128
processors.

Results and analysis

The PTn unit’s temporal damping effect on percolation
fluxes is examined through 3-D and 1-D flow and transport
models, with episodic infiltration pulses applied to the top
model boundary. In general, spatially and temporally vari-
able pulses of flow percolate rapidly through the highly frac-
tured tuffs of the TCw. At the TCw–PTn interface, where
welded tuffs change sharply into nonwelded tuffs, flow
behavior changes from fracture-dominated to matrix-domi-
nated flow (Wu et al., 2002a). The highly porous and less
fractured PTn unit has a large potential for attenuating
the episodic infiltration flux either by imbibition of water
into the rock matrix and/or diverting water to faults.

3-D model results

Table 2 presents the 3-D model’s simulated total vertical
flux at the interface between the PTn and TSw unit at
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Table 2 Total simulated vertical percolation flux at the
PTn bottom

Time (days) Total flux (kg/s)

Including
flux in faults

Excluding
flux in faults

7 (end of first infiltration
pulse)

189.98 6.14

18,262 (50 years, beginning
of second infiltration pulse)

5.93 5.79

18,269 (end of second
infiltration pulse)

187.63 6.46

36,524 (100 years, beginning
of third infiltration pulse)

5.48 5.34

36,531 (end of third
infiltration pulse)

188.19 6.00
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different times. The results for the first 100 years following
infiltration pluses applied are included in the table. Before
application of infiltration pulses on the model top boundary,
the UZ flow system is in a steady state. The steady-state
condition was reached by running the model with present-
day mean infiltration applied on the top boundary. Because
of the computing-time involved in large-scale transient flow
simulations, only 100-year 3-D simulations were run. For a
100-year simulation, more than 50 h of computing time
are needed on a supercomputer using 128 processors. Table
2 shows that simulated percolation fluxes at the PTn bottom
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vary with times under episodic infiltration, but the magni-
tude of the transient variation of the total fluxes is rela-
tively small compared to the infiltration pulse on the land
surface, which has a rate of 14,584 kg/s. The total flux
shows a quick response to each infiltration pulse. However,
most quick response fluxes move through faults to reach the
PTn bottom. If fluxes through faults are excluded, the fluc-
tuation of total percolation flux at the PTn bottom is small,
less than 1% of the total flux change. Simulation results indi-
cate that after the infiltration pulse, the total fluxes at the
PTn bottom gradually approach the average value of the
present-day mean infiltration rate (5.59 kg/s), and eventu-
ally the system will reach the equilibrium of present-day
mean infiltration boundary conditions.

Fig. 4 demonstrates the vertical flux change at the PTn
bottom between the beginning (100 years) and end (100
years + 1 week) of the third infiltration pulse. The locations
with the most significant flux changes are at or near faults.
Flux changes range from 0 to several 10s of millimeters per
year. The figure clearly indicates that faults serve as quick
flow channels. Most water reaches the PTn bottom through
faults (such as the Sever Wash fault, Ghost Dance fault, the
north part of Solitario Canyon fault, and Drillhole Wash
fault). Other faults (or part of a fault) may not respond so
quickly to the infiltration pulse at the land surface – for
example, the Pagany Wash fault, the south part of the Drill-
hole Wash fault, and the Solitario Canyon fault. This could
be caused by lower net infiltration distributed above these
faults. Faults under thick alluvium, which reduces the
amount of net infiltration, will not develop as fast pathways
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through the PTn. A detailed discussion of the mechanism
and a conceptual model of the development of fast paths
through the PTn can be found at Flint et al. (2001). In the
areas without faults, fast vertical-flux response to the top
infiltration pulses does not occur.

To investigate flux changes inside the unsaturated zone
under episodic infiltration condition, we examined flux vari-
ations through typical vertical columns. Fig. 5 shows the
vertical fluxes at column ‘‘o50’’ right before and after an
infiltration pulse was applied at the top boundary. Column
o50 is located at Nevada coordinate 170,790, 230,720 m
(see Fig. 2), which is at the south of the model domain
and has a thinner PTn layer compared to the north part of
the domain. The thinner PTn layer may demonstrate rela-
tively weaker damping effect. Fig. 5 indicates that flux
can move rapidly through the TCw unit and enter the top
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Figure 6 Flux distribution along column f96 at different times: righ
infiltration pulse applied (100 years + 1 week), and afterwards.
sublayers of PTn. Vertical flux at the TCw/PTn interface
has an almost instant response to the top infiltration. This
result is consistent with field testing results conducted at
the site and the small-scale model analysis for the tests
(Liu et al., 2003a). The influence zone of infiltration pulse
from land surface ends inside the PTn layer. This is demon-
strated by the simulated vertical flux, after passing several
top sublayers of the PTn unit, becomes identical for both
before and after infiltration pulse is applied. Fig. 6 shows
vertical fluxes at column ‘‘f96’’ (at Nevada coordinate
170,890, 235,050 m; see Fig. 2) at different times. The col-
umn f96 was selected because it is located near the center
of the repository footprint and is a typical column for the
repository area. Right after an infiltration pulse is applied
at the top boundary (100 years + 1 week), vertical flux
reaches its maximum. After ceasing pulse infiltration, the
 at time100 years
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Before infiltration pulse
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vertical flux in TCw and the top PTn subunits gradually
attenuates, approaching the flux at the beginning of the
infiltration pulse (100 years). Fig. 6 indicates that the perco-
lation flux shows little change at the elevation of 1315 m or
below (at the bottom of the PTn4 subunit). These results
confirm that a damping effect occurs at the PTn unit, espe-
cially in the PTn1–PTn4 subunits.

The damping effect could be caused by several geologi-
cal features at the site. Lateral flow diversion by capillary
barriers and imbibition into rock matrix may be the two
most important factors. Capillary barriers form in unsatu-
rated zones where a layer containing relatively fine pores
or fractures overlies a layer containing relatively coarse
pores or fractures. Such capillary barriers within the PTn
unit could promote lateral flow and retard the rate of per-
colation. Discussion of capillary barriers within the PTn unit
can be found at Wu et al. (2000, 2002b), Pan et al. (2004),
and Flint et al. (2003). The stratified features may assist in
preventing water from entering the underlying TSw units
during episodic infiltration events. The period of no infiltra-
tion after episodic infiltration allows the PTn rock matrix to
desaturate before it is recharged by the next infiltration
event. Thus, the additional pore space in the dryer PTn ma-
trix provides a storage capability that prevents a rapid
through-flow of water percolation.

Field tests by Salve et al. (2003) demonstrate that early
episodic infiltration events can be effectively damped by
the initially dry PTn matrix, even if the flow is through a
fault path. By examining matrix saturation and capillary
pressure at the model columns, we can find only a small por-
tion of the columns demonstrating minor changes after ap-
plied pulse infiltration. Fig. 7 shows simulated matrix
saturation right before and after an infiltration pulse ap-
plied at the top boundary for the column of borehole SD-
12 (model column q47), and field-measured saturation data
at the location. In general, the modeled results for the two
times are in reasonable agreement with the measured satu-
ration data. The figure indicates that the infiltration pulse
causes matrix-liquid saturation changes only at the TCw
bottom and PTn top sublayers, within a range of about
15 m. For the one-week period when infiltration pulses are
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Figure 7 Matrix saturation distribution along column q47 (boreh
100 years.
applied, the increased amount of water storage in matrix
blocks at the column is 1.03 · 106 kg, and the total amount
of infiltration at the top of this column is 0.8 · 106 kg. The
storage increase is larger than the total infiltration water
at the column. This result may indicate that most of the
pulse-infiltrating water is imbibed into the rock matrix and
moves laterally. By comparing the pulse infiltration rate
(14,589.32 kg/s) with the total flux at PTn bottom
(188.2 kg/s, peak flux), we can conclude that at least
98.7% pulse infiltration water is buffered by imbibition to
matrix blocks and resaturating fractures, and less than
1.3% of the water reaches the PTn bottom through fast flow
paths (faults). This finding indicates that the pulse infiltra-
tion at the top boundary has very limited influence on flow
behavior below the PTn unit. Thus, the large pore storage
capacity within the PTn matrix serves as a cushion, prevent-
ing a rapid through-flow of water percolation. Field tests by
Salve et al. (2003) have confirmed these phenomena.

Note that the pulse infiltration can only cause a minor
matrix saturation change. Simulated liquid saturation pro-
files from the episodic boundary condition at 100 years +
1 week were compared against steady-state simulation re-
sults and observed profiles at borehole SD-9 and UZ-14
(Fig. 8a and b). The simulated saturation profiles were ex-
tracted from the 3-D models, whereas the borehole data
came from field measurements. As shown in the two figures,
the simulated saturation profiles (for episodic boundary
conditions and steady-state solutions) are almost identical,
and both are generally in good agreement with measured
saturation profiles at the two locations. These results indi-
cate that substantial matrix pore space is still available
for damping water, and that the UZ can damp even higher
and longer infiltration pulses.

Damping mechanisms can be further analyzed by looking
into the flux allocation inside the UZ vertical columns. Infil-
trating water, once it percolates into the top-soil layer
through fractures, can be imbibed into dryer rock matrix,
diverted to faults or other flow paths, detained along frac-
tures, or continue percolating downward. Table 3 lists per-
colation flux allocations right before the beginning (100
years) and end (100 years + 1 week) of the third infiltration
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Figure 8 Comparison of simulated liquid saturations for
episodic boundary condition and steady-state infiltration
results with observed matrix liquid saturation for boreholes
SD-9 and UZ-14, (a) SD-12; (b) UZ-14.
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pulse at three columns: q47 (Borehole SD-12), B16, and C25.
Columns B12 and C25 (see Fig. 2 for their locations) are typ-
ical fault columns, demonstrating rapid responses to tran-
sient flow at the bottom to top infiltration pulses (see
Fig. 4). Before the infiltration pulse applied at the top mod-
el boundary at 100 years, the percolation flux leaving the
bottom boundary of column q47 comes from fracture and
Table 3 Flux allocation in model columns at the beginning (100

Column Time Flux in at top
(kg/s)

Flux o
botto

q47 100 years 0.00000E + 00 �1.14
q47 100 years + 1 week 1.32560E + 00 �1.14
B16 100 years 0.00000E + 00 �2.45
B16 100 years + 1 week 7.22390E + 00 �2.45
C25 100 years 0.00000E + 00 �6.26
C25 100 years + 1 week 1.51500E + 01 �6.26
matrix storage. The stored water contributes 91.7% to bot-
tom flow and 8.3% to lateral flow leaving the column. At the
end of the infiltration pulse (100 years + 1 week), two
sources of water enter to the column, infiltration (52.9%)
and lateral flow (47.1%), and 99.95% of this combined water
is absorbed by dry fractures and imbibed into rock matrix.
These statistics are consistent with the above matrix-satu-
ration-analysis results, which indicate that the amount of
water storage increase in column q47 during an infiltration
pulse is larger than the total infiltrating water applied at
the column’s top boundary.

Within fault columns, flux allocation is significantly dif-
ferent. Table 3 shows that lateral flow is the most important
source contributing to the bottom flux before the infiltra-
tion pulse is applied (at 100 years) – 86.5% for column B16
(the rest comes from the release of rock storage) and
100% for column C25. In column C25, about 53% water from
lateral flow still remains in the column. At 100 years + 1
week, infiltrating water from the top boundary is distributed
in three ways: lateral flow (3.1% for B16, 30.6% for C25),
storage increase (96.6% for B16, 69% for C25), and flux at
bottom boundary (0.3% for B16, 0.4% for C25). The above
flux-allocation-analysis results suggest that the damping ef-
fect at nonfault columns is mainly caused by rock storage
change through absorbing and releasing water at different
periods. Along fault columns, both lateral flow and matrix
rock storage play an important role. The importance of
these two components may be location dependent.

From the above discussion, we can conclude that the
damping effect does exist in several hydrogeological units.
Theoretically speaking, however, if an infiltration pulse is
large and lasts long enough, the PTn damping effect may
decline, and the flux below PTn unit would eventually re-
spond to these infiltration pulses. This can be analyzed by
using different lengths of infiltration pulse to investigate
responses of the flow system. Infiltration pulses (with the
same rate) for 1 week, 2 weeks, 1 month, and 2 months
were applied on the model top boundary at time 100 years.
Fig. 9 shows vertical fluxes in column q54 (for its location,
see Fig. 2) right before an infiltration pulse is applied
(100 years) and the ends of different length infiltration
pulses. It is clear that percolation fluxes can quickly run
through TCw without any delays. After percolating through
the TCw/PTn interface, the flux intersects the top sublay-
ers of the PTn unit and is damped dramatically. The longer
the infiltration pulse, the further the flux fronts are pushed
down into the PTn unit. However, even the longest pulse
under analysis cannot break through the top several PTn
sublayers. Flux distribution for 100 years (at the beginning
years) and the end of the third pulse (100 years + 1 week)

ut at
m (kg/s)

Lateral flow in/out
(kg/s)

Water storage
change (kg/s)

450E � 03 �1.04151E � 04 �1.24865E � 03
450E � 03 1.17974E + 00 2.50419E + 00
245E � 02 2.12014E � 02 �3.32310E � 03
250E � 02 �2.24046E � 01 6.97533E + 00
497E � 02 1.32931E � 01 7.02812E � 02
480E � 02 �4.63393E + 00 1.04534E + 01
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of the infiltration pulse) demonstrates that even for a per-
iod of 50 years without infiltration from model top bound-
ary, the flux in PTn lower sublayers does not show
attenuation. The longer infiltration pulse may represent a
higher average rate for an episodic infiltration period and
provide an even more conservative estimation for future
climate conditions.

The vertical percolation fluxes at the TCw and PTn inter-
face change significantly with infiltration pulses. At the end
of each infiltration pulse, the total flux rate at the interface
is approximately equal to the pulse infiltration rate at the
surface. At the beginning of an infiltration pulse, the total
flux at the surface is near 0. This indicates the quick re-
sponse of flux at the TCw/PTn interface to changes in sur-
face infiltration and confirms that the damping effect
happens mainly inside the PTn unit.
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Figure 10 Simulated variations in total percolation fluxes versus t
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1-D model results

To investigate the long-term temporal response of the
unsaturated flow system to episodic surface infiltration,
we developed a one-dimensional model for a typical column
from the site. The 1-D model consists of a single vertical
column, extracted directly from the three-dimensional
model (column b26 of the 3-D model). The column is located
at Nevada coordinates 171,250.5, 236,250.0 m. Two
different infiltration pulses, 5 and 20 mm/year, are used
in the 1-D model study. Surface infiltration pulses are also
assumed to be uniformly distributed spatially, with a one-
week infiltration cycle of 50 years, i.e., the model top
boundary is subject to nonzero infiltration for only one week
every 50 years. The net infiltration value of the week, aver-
aged over 50 years, is 5 or 20 mm/year.
 versus time at PTn/TSw 
face

0.0 1500.0 2000.0
(years)

imes at the bottom of the PTn unit of the 1-D model, subject to
5 mm/year averaged infiltration rate.

4 at time 100 years

1.E-01 1.E+00 1.E+01

 (kg/s)
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of infiltration pulses with the same average infiltration value at



Table 4 Flux changes in fracture and matrix at time of
1950 years, right after an infiltration pulse of 42.047 kg/s
(52,180 mm/year) applied on the 1-D model top boundary

Element Model
layer

Matrix storage
change (kg)

Fracture storage
change (kg)

M001Ab26 Tcw1 223,681.0 989,972.6
M0002b26 Tcw2 0.0 430,775.1
M002Ab26 Tcw2 0.0 430,768.8
M002Bb26 Tcw2 0.0 430,630.2
M0003b26 Tcw3 2,928,519.6 447,046.8
M0004b26 Ptn1 2,610,507.1 165,593.0
M004Ab26 Ptn1 2,484,180.9 131,599.9
M004Bb26 Ptn1 2,326,273.1 106,405.1
M004Cb26 Ptn1 2,133,607.9 84,910.8
M0005b26 Ptn2 9,083,765.1 62,145.8
M005Ab26 Ptn2 223,249.3 6395.2
M005Bb26 Ptn2 0.0 0.9
M0006b26 Ptn3 �109.8 �0.2
M006Ab26 Ptn3 �109.8 0.0
M006Bb26 Ptn3 �109.8 0.0
M006Cb26 Ptn3 �109.8 0.0
M006Db26 Ptn3 �109.8 0.0

Total 22,013,234.8 3,286,244.0

Total mass change in fracture and matrix = 25,299,478.8 kg.
Infiltration rate = 42.047 kg/s. Total infiltration in one
week = 25,430,026 kg.
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Moreover, we developed a tracer transport model with
constant and episodic infiltration boundary conditions, using
the T2R3D code (Wu et al., 1996). The conceptual model,
flow boundary conditions, simulation grids, and the basic
hydrological properties of the 1-D transport model are the
same as those used in the 1-D flow model. An initial constant
concentration source is applied to the fracture block at the
top model boundary. This boundary condition implies that a
tracer is instantaneously released at the starting time of a
simulation. The dispersivities for both fracture and matrix
continua in the simulation are assumed to be zero. A con-
stant molecular diffusion coefficient of 2.032E � 9 m2/s is
used for matrix diffusion, and the sorption coefficient is
set to zero.

Flow simulation results
Figs. 10 and 11 plot variations of total fluxes versus times at
the bottom of the PTn for the 5 and 20 mm/year infiltration
pulses, respectively, showing slow responses in flux change
at the PTn bottom. Figs. 10 and 11 show flux fluctuation dur-
ing the first several hundred years. The total fluxes at the
bottom boundary of the PTn gradually approach their aver-
age values, and eventually the system reaches a dynamic
equilibrium condition under the uniform pulses of infiltra-
tion for time greater than 1000 years. These results clearly
indicate the significance of PTn temporal damping effects
and that surface infiltration or pulses can be effectively
smoothed temporally after the early transient period of sev-
eral hundred years. Fig. 11 may imply that the damping ef-
fect will not weaken for the pulses with higher average
infiltration rate. The average infiltration rate of 20 mm/
year represents possible future climate conditions for the
Yucca Mountain site. In addition, we have also examined
the 1-D model results with infiltration pulses of annual aver-
age infiltration rates from 40 to 200 mm/year. For the dif-
ferent infiltration pulses, the total fluxes at the PTn
bottom do not demonstrate significant shifting from average
infiltration rates. These results further confirm that the
damping effect will not weaken for certain ranges of infil-
tration pulses. The 1-D model results also confirm the con-
clusion from the 3-D model, that most of the infiltrating
water is damped by matrix imbibition, because no faults
are included in the 1-D model.
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Figure 11 Simulated variations in total percolation fluxes versus t
one-week transient infiltration pulses every 50 years, equivalent to
Unlike the 3-D model, the 1-D model neglects the influ-
ence of lateral flow. Flow percolates in the vertical direc-
tion only. The damping effect can only be caused by
storages of flux in fracture and rock matrix pores. From
the change of fracture and matrix saturation, we can esti-
mate the increase in the water storage in the column after
an infiltration pulse applied. Infiltration pulses cause water
storage changes mainly in the TCw and upper two subunits
of the PTn. Table 4 shows the mass changes at gridblocks
representing the TCw and upper part of PTn for the case
of a 20 mm/year infiltration pulse applied at 1950 years. Re-
sults shown in the table indicate that about 99.5% of total
 time at PTn/TSw interface

0.0 1500.0 2000.0

years)

imes at the bottom of the PTn unit of the 1-D model, subject to
20 mm/year averaged infiltration rate.
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infiltration water is stored in TCw and the two top PTn sub-
layers, including 86.6% by imbibition to rock matrix and
12.9% by saturating fractures. The episodic infiltration
water first saturates the desaturated fractures, and then
imbibes into the rock matrix. Most infiltration water is buf-
fered by the rock matrix of PTn1 and PTn2 subunits.

Transport simulation results
Transport simulation results show the influence of episodic
infiltration on tracer transport, further supporting the con-
clusion of the existence of damping effect in the PTn.
Fig. 12 shows the concentration distribution in both fracture
and matrix continuum at times of 200 years and 1000 years.
The concentration peak reaches the PTn top border in less
than 200 years. The peak is located at PTn1 at 200 years,
and then moves down about 16 m in 800 years afterward
to PTn3. The concentration pulse attenuates and widens
as it moves down. The two cases with constant infiltration
(5 mm/year) and episodic infiltration boundary conditions
produce very similar concentration-distribution patterns,
except that the model with episodic infiltration predicts
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Figure 12 Simulated tracer concentration profiles; (a) in fracture
and (d) in matrix, 1000 years.
higher concentration retention in the matrix continuum
right above the TCw/PTn interface. Fig. 12 indicates that
the infiltration pattern has little influence on concentration
distributions below the PTn unit. The transport model re-
sults thus further show that damping effects exist in the
PTn unit.

Summary and concluding remarks

We present a systematic modeling study of damping effects
in the unsaturated zone at Yucca Mountain, using both 3-D
mountain-scale and 1-D vertical column models. The 3-D
model incorporates a wide variety of field-specific data for
the highly heterogeneous formation at the site and provides
a more realistic representation, while the simplified 1-D
flow and transport models are useful for examining the
long-term response of the flow system to different infiltra-
tion pulses.

The modeling studies indicate that the PTn unit can
attenuate the episodic infiltration flux significantly. Epi-
sodic infiltration, once crossing the PTn unit, can be
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approximated as steady state. This study provides insights
into unsaturated zone flow behavior under episodic infiltra-
tion conditions, as well as the role of the PTn unit in
damping of pulse percolation. Model results show that
the total percolation fluxes at the PTn bottom gradually
approach the average value of mean infiltration rate for
the whole period, and that eventually the system should
reach a dynamic equilibrium condition under the uniform
pulses of infiltration. In the areas without faults, vertical
flux at the PTn bottom does not rapidly respond to top
boundary infiltration pulses. Modeling results indicate that
the damping effect happens at the PTn1–PTn4 subunits.
Results from the 1-D model with higher-rate infiltration
scenarios confirm that the damping effect will not be
weakened by higher rate infiltration pulses. The transport
model results further reveal that the damping effect exists
specifically in the PTn unit. This study justifies the reason-
ableness of assuming steady-state flow conditions below
the PTn unit.

Modeling results show that most percolating water is
damped by the subunits at the top of PTn, and that a small
percentage of percolation flux is diverted into faults. The
highly porous PTn unit attenuates episodic infiltration flux
by imbibing water into the rock matrix. Flux allocation anal-
yses suggest that the damping effect at nonfault columns is
mainly caused by matrix rock water storage, absorbing and
releasing water at different periods. Along fault columns,
both lateral flow and rock water storage play an important
role with the importance of these two damping components
being location-dependent.
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